
Product data sheet
Characteristics

EZESHT200AC
shunt trip release SHT - 200..240 V AC - for
EZ250

Main
Device short name SHT
Product or component type Voltage release
Device application Control
Range compatibility EasyPact EZC
Voltage release type Shunt trip release
[Uc] control circuit voltage 200...240 V AC 50/60 Hz

Complementary
Threshold tripping voltage 0.7 Un tripping
Auxiliary connection terminal Lead wire

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
REACh free of SVHC Yes
EU RoHS Directive Compliant

EU RoHS Declaration
Toxic heavy metal free Yes
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration
Environmental Disclosure Product Environmental Profile
Circularity Profile No need of specific recycling operations
WEEE The product must be disposed on European Union markets following specific waste collection and

never end up in rubbish bins
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=848424&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=848424&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=848424&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=848424&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111256EN


Contractual warranty
Warranty 18 months
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